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1 System overview 
 

1.1 Information about the Hailo PARTNER H-50.2 fall arrester + the 
energy absorbing lanyard BFD-50-136 

To be completed by the manufacturer: 
 

Hailo PARTNER H-50.2 
fall arrester Manufacturing number:  

Integrated energy absorbing 
lanyard 

BFD-50-136 

Production number:  

Date of expiry:  

Date:  

Manufacturer signature 
(company stamp):  

 
1.2 Information about the user 

To be completed by the user: 
 

Name (user):  

Phone number:  

Company:  

Address:  

Post code:  

Place:  

Date of first use:  

Date:  

User signature:  
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2 About This Document 
 

Preface  Fall arrester equipment is mandatory in high structures and for 
access to machinery from a fall height of  
 ≥ 5 m (in accordance with DIN 18799-1) 
 ≥ 3 m (in accordance with EN ISO 14122-4) 
or more. 
The guided Fall arrester Hailo PARTNER H-50.2 is designed as for 
use as fall protection when using access ladders and crampons – 
both above and below floor level. 

 

 NOTE 

Please read this information brochure in entirety and observe all 
safety instructions before using the guided Fall arrester Hailo 
PARTNER H-50.2 on the H-50.2 
fall-arrest system. 

 

Contents of the 
information brochure 

 This information brochure describes the use and care, as well as the 
maintenance and inspection of the Hailo PARTNER H-50.2 
fall-arrest system. 

This information brochure 
in other languages 

 If the guided Fall arrester Hailo PARTNER H-50.2 is resold to a 
buyer in another country, it is necessary for the safety of the user 
that this information brochure be made available in the respective 
national language. 

  
 

NOTE 

The designations in this brochure and all related documents are 
used in accordance with DIN EN 353-1:2018, and “Guided 
type fall arrester including fixed guide” and “Fixed guide” have 
been replaced by “Fall-arrest system” and “Fall protection rail” 
for a better user understanding. 
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2.1 Classification of the warnings 

Classification of the 
warnings 

 Warnings are introduced by signal words that express the extent of 
the hazard: 

  DANGER 

DANGER indicates an imminently threatening dangerous 
situation which could lead to serious injuries or death if not 
avoided. 

 

  WARNING 

WARNING indicates a potentially dangerous situation which 
could lead to serious injuries or death if not avoided. 

 

  CAUTION 

CAUTION indicates a potentially dangerous situation which 
could lead to minor injuries if not avoided. 

 

  ATTENTION 

ATTENTION indicates a possible dangerous situation which 
could lead to property damage if not avoided. 

 

Presentation of important 
information: 

 NOTE 

This symbol is used to draw your attention to important, useful or 
helpful information. 
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3 General instructions 
 

3.1 Conformity 

Declaration of 
conformity 

 The Hailo PARTNER H-50.2 fall arrester complies with the 
requirements of the applicable European Regulation (EU) 
2016/425 on personal protective equipment to prevent falls from 
a height. 
The full EU Declaration of Conformity can be found in the 
appendix. 

EU type examination  The EU type examination for the Hailo PARTNER H-50.2 
fall arrester was issued by a notified European body (see certificate 
in the appendix). 

Inspection in accordance 
with ANSI 

 The inspection for the United States of America in accordance with 
ANSI was performed by INTEREK, 3933 US Route 11, Cortland, 
New York. 

UKCA  The full UK Declaration of Conformity can be found in the 
appendix. 

 
 

3.2 Warranty and limitations of liability 

Warranty  The manufacturer's warranty for the 
Hailo PARTNER H-50.2 guided fall arrester applies for 1 year when 
the technical documentation (operating instructions) is observed. 

Limitation of liability 
 

 Infringements against the provisions presented here will render any 
warranty claims made to Hailo Wind Systems 
null and void. 
Hailo Wind Systems is not liable for damage that results from 
violations of the provisions described here. 
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3.3 Obligations of the operating company and the user 

 . NOTE 

The term “operating company” is used in this information brochure for the party that assumes 
the authority and responsibility for this system – usually a company or corporation. 
The term “user” refers to the person who uses the fall-arrest system. 

 

Responsibility of the 
operating company and 
the user 
 

 It is the responsibility of the operating company to ensure that this 
information brochure can be provided to the user at any time. 
It is the responsibility of the operating company to ensure that the 
fall-arrest system is correctly installed, used and maintained, and 
this work is only carried out by persons trained accordingly for these 
tasks. 
It is the responsibility of the operating company to provide a plan 
that factors in all potential emergencies – ones that can be occur 
during use of the fall-arrest system – and explains all rescue 
measures necessary. 
It is the responsibility of the user to use the fall-arrest system in 
compliance with all safety instructions and procedures in this 
information brochure, and in compliance with all other safety 
precautions in the wind turbine generator. 
It is the responsibility of the user to be informed of any side effects 
caused by taking medication and which can impair the user or lead 
to physical harm when accessing the system. 
The user must be mentally and physically able to access the 
respective system. 

User of the fall-arrest 
system 
 

 Persons whose professional training, experience and knowledge of 
the relevant regulations enables them to carry out the tasks assigned 
to them and independently recognise and avoid possible dangers. 

Number of personnel 
required 

 At least two qualified persons must be present when using the fall-
arrest system. The persons in and on the system must be able to 
make an emergency call at all times. 

Regulations  The Accident Prevention Regulations BGV A1 and 
BG Rules BGR/GUV 198/199 must be observed. 
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4 Safety 
 

4.1 Intended use 

The H-50.2 fall-arrest system complies with the strictest safety requirements. It has been inspection 
and certified in accordance with European and other international regulations. 
The guided Fall arrester Hailo PARTNER H-50.2 may only be used for the intended use described 
here. 
• The Fall arrester Hailo PARTNER H-50.2 has been inspected and approved together with the 

Hailo 
H-50.2 fall-arrest system. 

• The guided Fall arrester Hailo PARTNER H-50.2 may only be used for the ascent or descent 
of the H-50.2 fall-arrest system. Any other use is expressly prohibited, as this may cause 
damage to and therefore failure of the Hailo PARTNER H-50.2 fall arrester in the event of a 
fall. 

• The Fall arrester Hailo PARTNER H-50.2 should remain the personal property of the respective 
person and only be used by this user. 
Use by an extended group of persons cannot be considered advisable. 

• Following ascent and descent, the Fall arrester Hailo PARTNER H-50.2 must be removed from 
the fall protection rail again. 

• All dates and intervals for inspections and maintenance must be observed. 
• Local, regional and national provisions and regulations must be observed and complied with. 

The safety function of the H-50.2 fall-arrest system with a Hailo PARTNER H-50.2 fall arrester may 
be impaired by the use of climb assist systems (motor-driven or by means of a counterweight). 
The operating company and the company that combines both systems (climb assist system with H-
50.2 fall-arrest system) is responsible for ensuring use as intended. 
Unrestricted safety and functionality of the H-50.2 fall-arrest system in combination with the 
respective climb assist system must be guaranteed and documented. 

  WARNING! 

Impairment of the safety function due to the use of climb assist systems 
Having a functional inspection performed by a notified inspection laboratory and certified by the 
subsequent issue of a declaration of no objection is mandatory. 
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4.2 Foreseeable misuse 

 DANGER! 

Danger of falling due to disregarding specifications! 
The specifications for safe use of the Hailo PARTNER H-50.2 
fall arrester must be observed. 

 

The Hailo PARTNER H-50.2 fall arrester may not be used: 
 on systems made by other manufacturers. 
 in the event of lack of awareness or non-observance of this information brochure. 
 by insufficiently qualified personnel. 
 for workplace positioning. If workplace positioning is required, a separate system must be 

used. 
 in extreme climate conditions, exposure to chemicals or mechanical influences on the fall-

arrest system (e.g. oil, thick ice, heavy soiling, sharp edges etc.) 
 outside the permitted temperature range. 
 when connecting elements of the fall arrester were extended or shortened. 
 when using positioning belts, seat belts, elastic belts or older Form B safety harnesses that only 

partially enclose the body. 
 when the fall arrester is connected to any additional positioning rings present on the side of 

the safety harness. 
 with system components made by other manufacturers. 

Use in combination with components made by other manufacturers is not permitted. If use of 
other components cannot be avoided, this requires the written permission of 
Hailo Wind Systems. 

 in the event of modifications or use of third-party parts on the fall arrester without the written 
permission of the manufacturer. 

 in the event of inadequate maintenance and care or neglect of timely inspection of the fall 
arrester. 

 

NOTE 

No liability will be assumed for harm to persons or damage to equipment arising from violation 
of the provisions stipulated here or failure to observe the safety instructions. 
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4.3 Safety instructions 

 
IMPORTANT! 

Failure to follow these instructions may result in property damage. 
Therefore: 
 Before using the Hailo PARTNER H-50.2 guided fall arrester, read the information on 

assembly, use, and maintenance and inspection in this information brochure carefully and 
in entirety. 

 The Hailo PARTNER H-50.2 guided fall arrester may only be used on the Hailo H-50.2 fall-
arrest system. 

 Pay particular attention to the safety instructions. 
 

 

 
IMPORTANT! 

 

Wear personal fall protection equipment! 
Protection against falls from above a minimum height. 
 The personal fall protection equipment must be properly selected, used and 

checked. 
 Personal fall protection equipment may only be used for the intended purpose and 

by persons who have been instructed on how to use it safety and have the 
corresponding knowledge! 

 Only safety harnesses in accordance with EN 361 (Europe) and AS/NZS 
1891.1:2007 (Australia/New Zealand) are permitted in combination with the 
Hailo PARTNER H-50.2 fall arrester on the 
H-50.2 fall-arrest system. 

 If a combination of equipment components is used (e.g. connection of user-
specific safety harnesses to the Hailo PARTNER H-50.2 guided fall arrester), it is 
imperative that this does not lead to impairment of the overall system. Impairment 
can lead to failure of the fall arrester in the event of a fall. 

 

Carry communication equipment with you (mobile phone, radio unit) 
When in or on the wind turbine generator, constant voice contact must be ensured 
between the people involved. Ensure contact between persons using mobile phones or 
radios. 

 
Wear a helmet 
Head protection from falling objects and impacts from falls or in confined spaces. 
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IMPORTANT! 

 
Wear safety footwear 
Foot protection from heavy falling objects, slipping, or stepping on sharp-edged parts 
that are lying around. 

 
Wear safety gloves 
Hand protection against friction, abrasions, stabs and cuts. 

 

 
IMPORTANT! 

Dates and intervals for inspection and maintenance 
 The specified intervals for recurring inspections/maintenance must be adhered to! 
 The proper condition of the access equipment and the attachment points must be checked 

at least once a year by a competent and qualified person. 
 The check list for the inspection can be found in the appendix to these instructions. 

 

 

 
DANGER! 

Disregarding the safety instructions may result in a fall and therefore lead to serious injury or 
death. 
Therefore: 
 The fall-arrest system must be inspected for damage by an expert or authorised person 

(see the H-50.2 fall-arrest system information brochure). 
 The result of this inspection must ascertain the safe condition and safe function of the system 

beyond any doubt. 
 If this is not the case, the corresponding repair measures must be performed correctly. 
 The use of the Hailo PARTNER H-50.2 guided fall arrester on systems made by other 

manufacturers is not permitted, and non-observance can result in failure. 
 Observe the accident prevention regulations BGV A1 as well as the BG Rules 

BGR/GUV-R 198/199. 
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DANGER! 

Improper operation may cause serious injury or property damage. 
Therefore: 
 Before using the H-50.2 fall-arrest system each time, perform a functional check of the 

Hailo PARTNER H-50.2 fall arrester using this information brochure. 
 A maximum of 10 persons may use the fall-arrest system at the same time. The minimum 

interval between the individuals must total 6 m. 
Less than the minimum interval between persons is permitted in the event of an emergency 
or rescue. 

 The Hailo PARTNER H-50.2 guided fall arrester is approved for a total weight (body weight 
of the user including clothing and equipment) of 50 to 136 kg. 

 The fall protection rail (material: aluminium) may only deviate from the vertical by 3° – 15°. 
 When using the H-50.2 fall-arrest system near moving machinery and electrical systems, 

more caution is required. 
 

 

 
WARNING! 

Property damage possible due to non-compliance with safety instructions. 
There are a total of 4 magnets installed in the housing of the Hailo Partner H-50.2 fall arrester. 
Magnets can impact the function of pacemakers and implantable defibrillators. 

 

 

 
WARNING! 

Personal injury possible due to non-compliance with safety instructions. 
Careless handling could cause fingers or skin to be crushed between housing sections. 
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4.4 Markings and information 

 
 

 
1 Hailo Partner H-50.2 fall arrester 
2 Energy absorbing lanyard BFD-50-136 
3 Safety instruction 
4 Inspection tag 
5 Note on positioning at the top 
6 Energy absorbing lanyard BFD-50-136 nameplate 
7 Hailo Partner H-50.2 fall arrester nameplate 
8 Packaging label 
Please pay particular attention to all markings, stickers with safety instructions and safety 
regulations! 
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4.5 Markings on the system 

 

 

 
1 Optional sticker 

Note about non-approved fall arresters 
(maximum installation height = 3 m from 
the access level (base) 
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WARNING! 

Failure of the protective function of the fall arrester 
Observe the safety interval specified from the top edge of the access level. 
Fall-arrest system marking (nameplate) that indicates which fall arrester must be used on the 
fall-arrest system. 

 

The safety interval is calculated using the performance data and the area necessary to suspend a 
person in the event of a fall. 
The safety interval is < 3 metres from the top edge of the access level. 

 

NOTE 

The operating company using the system must affix a corresponding warning notice [2] to the 
structure which explains the safety interval to the user beyond any doubt. 

 

 
2 Nameplate sticker with warning notice about safety interval 
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4.6 Safety instructions for use 
 

 

 

The Hailo Partner H-50.2 fall arrester is designed for 
use in a temperature range of 
-40°C to +60°C. 
Any other extreme climate conditions, for example 
temperatures 
<-40°C and >+60°C, 
ice, snow or water can impair the function of the fall 
arrester. 
Use of the fall-arrest system is not permitted in this 
case. 

 

 

No connecting elements on the fall arrester may be 
extended or shortened. 
Only safety harnesses in accordance with  
• EN 361 (for Europe) 
• AS/NZS 1891.1:2007(for Australia and New 

Zealand) 
• OSHA/ANSI (for North America) 
are permitted in combination with the Hailo 
PARTNER H-50.2 fall arrester on the fall-arrest 
system. 

 

NOTE 

Observe the user manual for the safety harnesses. 

Do not use half belts, seat belts, elastic belts or older 
Form B safety harnesses that only partially enclose 
the body. 
The snap hook [1] for the energy absorbing lanyard 
may only be hooked into an approved fall arrest ring 
[2]. 
The fall arrester may not be connected to the 
positioning rings present on the side of the safety 
harness that may represent an additional element 
near the hip. 
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4.7 Position of the user on the fall protection rail and fit of the safety 
harness 

 

Position on the fall protection rail   

 

  WARNING! 

Danger of falling 
There is a risk of falling if the user is incorrectly 
positioned on the fall protection rail. 
Avoid a position on the fall protection rail directly 
above the fall arrester (see Fig. 1). 

 

 

Safety harness fit   

 

  WARNING! 

Danger of injury 
A loose safety harness that has not been fitted tight to the body (Fig. 4+5) may cause injury to 
the user when using the fall-arrest system. 
Ensure that the safety harness fits the body tightly and has been fitted correctly (see Fig. 2+3). 
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5 Design and function 
 
 

  
 

1 Hailo Partner H-50.2 fall arrester 
2 Energy absorbing lanyard BFD-50-136 
3 Snap hook 
4 Fall arrest ring on the safety harness 
5 Direction of pull (red arrow) 

 
 
 

The Hailo Partner H-50.2 fall arrester complies with the regulations in accordance with: 
 DIN EN 353-1;2018 
 AS/NZS 19891.3:2020 
 ANSI Z359.16-2016 
The fall arrester is used on the fall protection rail of the H-50.2 fall-arrest system as reliable fall 
arrester equipment. 
The self-locking mechanism in the event of a fall, along with a smooth glide along the fall 
protection rail, ensures a safe ascent and descent without hindering the user. 
The fall arrester is equipped with an energy absorbing lanyard BFD-50-136 [2]. 
The integrated snap hook [3] on the energy absorbing lanyard [2] must be hooked into the fall 
arrest ring [4] on the safety harness that was applied beforehand (in accordance with EN 361 for 
Europe, AS/NZS 1891.1:2007 for Australia/New Zealand or OSHA/ANSI for North America). 
In the event of a fall, the energy absorbing lanyard reduces the impact on the user’s body to a 
value below 6 kN. (for ANSI: maximum impact force = 8 kN, average impact force = 6 kN). 
The fall arrester may only be used on the fall protection rail in the correct direction of pull (red 
arrow pointing upwards) [5]. 
The fall arrester is designed to prevent incorrect use. 
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6 Operation 
 

6.1 Daily check 

Prior to use, the fall arrester must complete a daily check. Proceed as follows to do so: 
 

 

1 Release button 
2 Energy absorbing lanyard BFD-

50-136 

 

1.   ► Perform a visual inspection. If there are 
signs of thick ice or soiling on the fall-
arrest system, use of the system is not 
permitted. 

2.   ► Check whether the release buttons (1) are 
closed. 

3.   ► Check that the energy absorbing lanyard 
[2] moves without obstruction. 

4.   ► Pull the fall arrester upwards by the snap 
hook. 

            ⇨ The fall arrester must release from the 
clamp and move upwards and 
downwards with ease. 

5.   ► Let go of the fall arrester. 

            ⇨ The fall arrester clamps to the fall 
protection rail within 30 mm without 
slipping. 

 

After successfully completing the daily check, the fall arrester is ready for use. 

 WARNING! 

Danger of falling  
If there are any doubts that use will be safe, then the fall arrester must be withdrawn from further 
use with immediate effect. 
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6.2 Applying and removing the Hailo Partner H-50.2 
fall arrester along the access route 

The fall arrester can be applied directly to the fall protection rail along the access route. The fall 
arrester must be operated using both hands when doing so. 

 

Releasing the fall arrester 

 

1 Release button 
2 Energy absorbing lanyard BFD-50-

136 

 1.  ⯈ Take the fall arrester in your left hand. 

2.  ⯈ Press the release buttons [1] with your 
thumbs and index fingers. 

3.  ⯈ At the same time, raise the brake lever [2] 
using the little finger of your left hand. 

          ⇨ The brake level is in the open position 
(continuous run position) 

 
 
 

Opening the fall arrester 

 

1 Slider 

 

1.   ► Pull the slider [1] outwards with your right 
hand. 

         ⇨ The magnets in the housing require the 
slider to be pulled back using some 
force. 

 IMPORTANT! 

Impairment of the function of the fall arrester due to 
soiling 
Note any soiling attracted by the magnets when 
opening and closing the fall arrester, and remove it, 
if applicable. 
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Attaching the fall arrester 

 

1 Slider 

 

1.   ► Attach the fall arrester to the fall protection 
rail from the left first, and then on the right 
side. 

 
 
 
 
 

Locking and inspecting the fall arrester 

 

1 Release button 
2 Slider 

 

1.   ► Close the slider [2]. 

2.   ► Let go of both release buttons [1]. 

3.   ► Check that the fall arrester is correctly 
positioned, closed and locked. 

         ⇨ The fall arrester is ready for use. 

Removing the fall arrester from the fall protection rail 

1.   ► The fall arrester is removed from the fall protection rail in the reverse sequence. 

2.   ► Remove it from the right side of the fall protection rail profile. 

Conduct during ascent and descent 

1.   ► Do not operate or touch the guided fall arrester during ascent or descent. 

         ⇨ The braking function of the fall arrester may be impaired or prevented. 

2.   ► Only operate or grasp the guided fall arrester during ascent or descent from a safe 
position without risking a fall. 
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6.3 Entry and exit points of the fall-arrest system 

 
1 End stop at the entry and exit points 

 

 WARNING! 

Danger of falling due to the fall arrester sliding out of the fall protection rail 
Each position on the fall-arrest system at which the fall arrester can unintentionally slide out of 
the fall protection rail must be secured using an end stop. 
All entry and exit points must be accessible from a safe position. 
Upon entry and exit from the fall-arrest system, secure yourself to an approved attachment point 
(in accordance with EN 795). 

 

There are entry and exit points at the beginning and end of the access route, as well as at the 
platforms along the fall-arrest system in accordance with local circumstances. 
There is an end stop [1] at the entry and exit points at the beginning and end of the access route. 
The end stops prevent the fall arrester from unintentionally sliding out of the fall protection rail. 
Additional shock absorbers: e.g. when exiting the H-50.2 fall-arrest system 

 The lengths of the connections to additional safety systems must be kept as short as possible 
to limit the fall height accordingly in the event of a fall. 

 Additional shock absorbers, e.g. Y-connectors, may only be secured to the intended 
attachment points (in accordance with EN 795). 
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6.4 Attachment devices 

  WARNING! 

Danger of falling due to unsecured entry into the fall-arrest system or when exiting the fall-arrest 
system. 
Secure yourself against falling to an approved attachment point in accordance with the local 
circumstances. 
To do so, the snap hook [1] of the shock absorber (in accordance with EN 363) is hooked into 
either an approved attachment point [2] (in accordance with EN 795) on the building or another 
structure. 

 

 
1 Snap hook 
2 Attachment point 

 

The system operator is responsible for a sufficient 
number of attachment points. 
• The position of attachment points and 

attachment devices using within an access 
system must be chosen so that the freefall and 
the fall height are kept to a minimum. 

• The attachment point must be within the radius 
of action of the user still secured to the fall-arrest 
system. 

 

1.   ► Only choose attachment devices or 
attachment points that are above you 

2.   ► Check potential attachment points and 
attachment devices prior to each use. 
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6.5 Conduct following a fall 

In the potential event of a fall, start by taking the measures necessary in accordance with the system 
operator’s emergency plan. 
A system or a component subject to a fall is no longer approved for further use. 
 Repair work on the Hailo PARTNER H-50.2 fall arrester may only be performed by the 

manufacturer. 
 By principle, send the Hailo PARTNER H-50.2 fall arrester to the manufacturer for an 

inspection or for repair. 
 Only original parts may be used on the Hailo PARTNER H-50.2 fall arrester. Defective or 

worn parts may only be replaced with Hailo Wind Systems spare parts. 
 The fixed guide (fall protection rail H-50.2) must be inspected by an expert/qualified person 

prior to further use. 
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7 Storage and cleaning 
 

7.1 Storage 
 

 

 

Either the packaging provided or a suitable container 
can be used for storage and transport of the Hailo 
Partner H-50.2 fall arrester. 

 DANGER! 

Danger of falling due to improper storage or 
transport 
Store the Hailo Partner H-50.2 fall arrester in a dry 
place that is accessible for the user. 
Avoid the following: 
• Temperatures of <-40°C or >+60°C 
• Contact with oils, acids or other corrosive 

liquids 
 

 
 

7.2 Cleaning 
 

If the fall arrester unintentionally becomes soiled, e.g. with concrete dust, sand, earth or other 
substances, clean the fall arrester as follows: 

1.   ► Clean the fall arrester using warm water (max. 40°C) and an acid-free detergent. 

2.   ► Dry the fall arrester in the air. 

         ⇨ This can, if necessary, be expedited using compressed air (carefully blow dry). 
 

NOTE 

Other methods of cleaning the fall arrester that are not permitted may cause failure of the fall-
arrest system in the event of a fall. 
Drying the fall arrester under or on sources of heat is not permitted. 
If in doubt, consult the manufacturer. 
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8 Inspection and maintenance 
 

8.1 Notes on inspection and maintenance 
 

Fall arresters in accordance with 
• DIN EN 353.1:2018 
• AS/NZS 1891.3:2020 
• ANSI Z539.16-2016 
must be checked by the manufacturer or an expert/qualified person for proper condition and 
functionality at least once a year. 

 

NOTE 

An expert/qualified person is: 
A person who, due to technical training (see DGUV 312-906 / TRBS 1203) and personal 
experience, has the knowledge required for this safety system. 
An expert/qualified person is familiar with the generally accepted rules of technology and with 
the relevant guidelines and regulations and can therefore assess a condition safe for use and 
proper use. 

 

This recurring inspection and maintenance of the Hailo Partner H-50.2 
fall arrester must be conducted in accordance with the inspection and maintenance plan listed. 
(see Inspection plan for recurring inspections of the Hailo PARTNER H-50.2 fall arrester., Page 30) 

In addition, a recurring inspection according to the environmental conditions that prevail 
respectively must be carried out. 
This may result in inspection and maintenance intervals that are correspondingly shorter. 

If a fall occurs, the Fall arrester Hailo PARTNER H-50.2 must be checked by the manufacturer 
before further use with immediate effect.  

Repairs may only be performed by the manufacturer. 

The maximum usage period for the energy absorbing lanyard integrated into the Hailo PARTNER 
H-50.2 fall arrester totals 8 years. After this, the fall arrester must be equipped with a new energy 
absorbing lanyard. 
Only the manufacturer may fit the new equipment. 

The results of the inspection and maintenance must be documented in the inspection log. 
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8.2 Checking wear points on the brake lever 

During the recurring inspection of the Fall arrester Hailo PARTNER H-50.2 (see Inspection plan for 
recurring inspections of the Hailo PARTNER H-50.2 fall arrester., Page 30), both wear points [1] o 
the brake surface must be inspected as follows: 

 

Releasing the fall arrester   

 

1 Wear point 
2 Thickness of the wear points 

 1.  ⯈ Secure the 
Fall arrester Hailo PARTNER H-50.2 on the 
fall protection rail. 

2.  ⯈ Use a feeler gauge to check the thickness of 
the wear points [2] on the brake surface. 

          ⇨ If the value determined is ≤ 0.05 mm, 
the brake lever must be replaced. 

 IMPORTANT! 

Only the manufacturer may replace the brake lever. 
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8.3 Inspection plan for recurring inspections of the Hailo PARTNER H-50.2 fall 
arrester. 

Inspection  

Date (month/year)  

Result  

1. Hailo Partner H-50.2 fall arrester General condition, check for damage, corrosion, soiling 

2. Fall arrester housing Technical condition 

3. Slider on the right Technical condition, function 

4. Guide rollers Ease of motion, technical condition 

5. Twist lock pin Technical condition 

6. Brake lever Ease of movement, functional surfaces, technical condition 

7. Brake lever (wear points) Inspection of the thickness, min. >0.05 mm 

8. Brake lever (return spring) Effect, condition 

9. Screw connections Technical condition, preload force 

10. Cylindrical pin (brake lever) Fit, condition 

11. Magnets Technical condition (corrosion, soiling) 

12. Shackle Pin retainer (adhesive) 

13. Transverse axes  Function, ease of movement 

14. Release mechanism Function, ease of movement 

15. Energy absorbing lanyard BFD-50-
136 

Condition, seams, shoulder strap (blue belt) 

16. Energy absorbing lanyard BFD-50-
136 

Condition and shrink sleeve packaging 

17. Snap hooks Condition, function, hook safety 

18. Original markings Series number, type specification etc. easy to read 

19. Fall arrester functional test Use on the fall-arrest system 

20. Usage period of the BFD-50-136 Usage period elapsed? 

21. Hailo PARTNER H-50.2 fall arrester 
inspection tag 

Inspection tag issued 
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 8.4 Results 

 1. Inspection 2. Inspection 3. Inspection 4. Inspection 5. Inspection 

/ / / / / 

 OK Not OK OK Not OK OK Not 
OK 

OK Not 
OK 

OK Not 
OK 
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  Inspection plan for recurring inspections of the Hailo PARTNER H-50.2 fall arrester. 

Inspection  

Date (month/year)  

Result  

1. Hailo Partner H-50.2 fall arrester General condition, check for damage, corrosion, soiling 

2. Fall arrester housing Technical condition 

3. Slider on the right Technical condition, function 

4. Guide rollers Ease of motion, technical condition 

5. Twist lock pin Technical condition 

6. Brake lever Ease of movement, functional surfaces, technical condition 

7. Brake lever (wear points) Inspection of the thickness, min. >0.05 mm 

8. Brake lever (return spring) Effect, condition 

9. Screw connections Technical condition, preload force 

10. Cylindrical pin (brake lever) Fit, condition 

11. Magnets Technical condition (corrosion, soiling) 

12. Shackle Pin retainer (adhesive) 

13. Transverse axes  Function, ease of movement 

14. Release mechanism Function, ease of movement 

15. Energy absorbing lanyard BFD-50-
136 

Condition, seams, shoulder strap (blue belt) 

16. Energy absorbing lanyard BFD-50-
136 

Condition and shrink sleeve packaging 

17. Snap hooks Condition, function, hook safety 

18. Original markings Series number, type specification etc. easy to read 

19. Fall arrester functional test Use on the fall-arrest system 

20. Usage period of the BFD-50-136 Usage period elapsed? 

21. Hailo PARTNER H-50.2 fall arrester 
inspection tag 

Inspection tag issued 
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 Results 

 6. Inspection 7. Inspection 8. Inspection 9. Inspection 10.  inspection 

/ / / / / 

 OK Not OK OK Not OK OK Not 
OK 

OK Not 
OK 

OK Not OK 
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8.5 Inspection log: Hailo PARTNER H-50.2 

Guided Fall arrester Hailo PARTNER H-50.2 

Manufacturing number of 
fall arrester 

Year of manufacture 

Date of commissioning 

Log 1. Inspection 2. Inspection

Type of inspection Recurring inspection  Recurring inspection  

Repair  Repair  

Repairs performed, 
comment 

Inspected and 
documented on 

Inspection result OK  OK  

Not OK  Not OK  

Next inspection date 

Inspector and 
company 

Signature 

Additional comments 
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Guided Fall arrester Hailo PARTNER H-50.2 

Manufacturing number of 
fall arrester 

Year of manufacture 

Date of commissioning 

Log 3. Inspection 4. Inspection

Type of inspection Recurring inspection  Recurring inspection  

Repair  Repair  

Repairs performed, 
comment 

Inspected and 
documented on 

Inspection result OK  OK  

Not OK  Not OK  

Next inspection date 

Inspector and 
company 

Signature 

Additional comments 
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Guided Fall arrester Hailo PARTNER H-50.2 

Manufacturing number of 
fall arrester 

Year of manufacture 

Date of commissioning 

Log 5. Inspection 6. Inspection

Type of inspection Recurring inspection  Recurring inspection  

Repair  Repair  

Repairs performed, 
comment 

Inspected and 
documented on 

Inspection result OK  OK  

Not OK  Not OK  

Next inspection date 

Inspector and 
company 

Signature 

Additional comments 
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Guided Fall arrester Hailo PARTNER H-50.2 

Manufacturing number of 
fall arrester 

Year of manufacture 

Date of commissioning 

Log 7. Inspection 8. Inspection

Type of inspection Recurring inspection  Recurring inspection  

Repair  Repair  

Repairs performed, 
comment 

Inspected and 
documented on 

Inspection result OK  OK  

Not OK  Not OK  

Next inspection date 

Inspector and 
company 

Signature 

Additional comments 
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Guided Fall arrester Hailo PARTNER H-50.2 

Manufacturing number of 
fall arrester 

Year of manufacture 

Date of commissioning 

Log 9. Inspection 10. Inspection

Type of inspection Recurring inspection  Recurring inspection  

Repair  Repair  

Repairs performed, 
comment 

Inspected and 
documented on 

Inspection result OK  OK  

Not OK  Not OK  

Next inspection date 

Inspector and 
company 

Signature 

Additional comments 
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8.6 Replacement log: energy absorbing lanyard (every 8 years) 

NOTE 

The energy absorbing lanyard BFD-50-136 may only be replaced by the manufacturer. The 
energy absorbing lanyard data must be entered by the manufacturer and replacement must be 
documented below. 
• Replace energy absorbing lanyard and shackle
• Assemble shackle pin with adhesive

Energy absorbing lanyard BFD-50-136 

Production number (see nameplate) 

Year of manufacture 

Date of purchase 

Date of first use 

Expiry date 

Log 1.  Replacement 2. Replacement

Date: 

New production number: 

Expiry date: 

Person responsible: 

Signature: 

Comments: 

Log 3. Replacement 4. Replacement

Date: 

New production number: 

Expiry date: 

Person responsible: 

Signature: 

Comments: 
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9 Appendix 
- 

9.1 EU-Declaration of Conformity 
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9.2 UK Declaration of Conformity 
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9.3 EU type examination certificate 
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Notes 
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